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Industrial clocks

Time for all
LED DIGITAL CLOCKS - OUTDOOR MASTER CLOCKS

TOWER CLOCKS - OUTDOOR

HMT LED 45 cm

HMT LED 25 cm

HMT LED 15 cm

HMT LED 20 cm

HMT LED : 4 sizes available

HMS LED : 2 sizes available

Make your own clock

Available colours

Wireless remote
control

HMS LED 15 cm

HMS LED 25 cm

Dial diameter 0,5 to 7 meters.

Dial type

C1 C2 C3 C4 C5

A1 A2 A3 A4

Various
colours

Hand type

Radio
antenna

230 v

Synchronised by radio or
GPS antenna

Programming though PC software
and data transferring via USB key
or IP network

PC Programmming
software

3 models (Rack ou mural) :

Amplified MELODYS Sounder
for indoor use

Amplified MELODYS Sounder
for outdoor use

Embeddable amplified
MELODYS Sounder for indoor use

- Simple and user friendly
- All functions and programming
accessible and downloadable

Relais

1 - SIGMA - H (hour)
Time distribution :
Time outputs : impulse, AFNOR

2 - SIGMA - P (Programmer)
Time distribution :
Time outputs : impulse, AFNOR

Time programming :
- Wired relays,
- Wireless bell and relay systems

Characteristics:

- 16 digital melodies stored in 4MB memory.
- Digital format of audio file: MP3.
- Power source: 100 to 240V AC ±10%, 50/60Hz or 24V
DC ±5%
- Adjustable sound level: 90 dB maximum at 1 meter.

2 operating modes:

- Melodys DHF : Radio control by the Sigma of any melody
out of 16.

- WIRED Melodys : Control by a timer of one set melody
(selected among 16).

3 - SIGMA - MOD (modular)
Time distribution :
Time outputs : impulse, AFNOR

Time programming :
- Wired relays,
- Wireless bell and relay systems

Client/serveur NTP

Réseau 
IP

Main benefits
- Wireless (DHF) and wired time distribution
- NTP (Network Time Protocol) server (SIGMAMOD)
- Circuit programming in various modes: weekly, bank day, holidays, and special days,
astronomic or periodic
- Circuit controlled through wireless or wired connection

Emplacement
SD Card

THE MELODYS SOUNDER
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Time or date.

Readability at 20 meters.
5 cm LED display.

For indoor.

Multifunctional indoor clock. Power supply with batteries, autonomy over 3 years

Multifunctional indoor clock.
Backlighting - 230 V.

Readability at 30 meters.
7 cm LED display.

For indoor.

• Readability up to 30 meters with very
large viewing angle 160°. (50 meters
for Cristalys 14)

• Perfect contrast.

white, aluminium, burgundy, champagne.

5 S

Hour-minute-second.

5 Date

Time and date.

7 Ellipse

Hour - minute - second.

Time and date.
7 cm digits.

Time or date.
7 cm digits.

Time, date or temperature.
14 cm digits.

Hour-second-calendar.
6 cm digits.

Ø30 cm
Profil 930
For indoor.

Ø30 cm
TGV 930
For indoor.

Ø40 cm
TGV 940
For indoor.

Ø50 cm
TGV 950

For outdoor,
weatherproof, illuminated.

Ø70 cm
TGV 970
For outdoor,
weatherproof, illuminated.

Extra slim
case.

Ø40 cm
Profil 940

For indoor or outdoor, weatherproof.

900

Hinge arm opening
Easy and safe (Profil 960).

Profil TGV 970 or 950
Hinge arm opening.

Easy and safe.

Mouting on a pole,
simple or double sided

Ø60 cm
Profil 960

For indoor or outdoor, weatherproof, illuminated7
Time and date.

Readability at 50 meters.
12 cm LED display.
For indoor or outdoor.

Temperature display for
swimming-pools.

Wireless temperature
sensors.

Readability at 20 meters.
5 cm LED display.

Display the time of 3, 4,
5 or 6 cities.

For hotels, banks ...

12 S

Hour - minute - second.

12
Hour-minute or temperature.

7 Date

Time and date.

• Readability up to 30 meters with very
large viewing angle 160°. (50 meters
for Cristalys 14)

• Perfect contrast.

Time and date.
7 cm digits.

Time or date.
7 cm digits.

Time, date or temperature.
14 cm digits.

Hour-second-calendar.
6 cm digits.

LCD DIGITAL CLOCKS ANALOGUE CLOCKS

TGV

LED DIGITAL CLOCKS


